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WATER MFTER, ELECTRONICS,
AND WIRING SUPPLIED BY
SVWD (REMAINS PROPERTY AND
RESPONSTBTLTTY OF SWD)

BACKFLOW
PREVENTION
ASSEMBLY AS
SPECIFIED BY
ENGINEER

8, MAX FROM PROPERTY
LINE. LOCATION TO BE
APPROVED BY ENGINEER
PRIOR TO CONSTRUCTION

5

8, MAX

WRAP W/
POLWINYL

2" WtÐE,, 1o-MrL
TAPE WHERE PIPE IS IN 9"

MIN r-CoNTACT W/ CONCRilE PAD (TYP)

CONSTRUCT LAÏERAL
PER DffAL 14

AWWA C151 DUCÏILE IRON OR
AWWA CgOO DR 14 PVC PIPE.

INSTALL THRUST BLOCK
PER DETATL 19 (TYP)

DUCTILE IRON RISERS
LENGTH TO SU|T (TYP)

6" MIN
REINFORCED
CONCRFIE
PAD

::!

FULLY RESTRAINED

STANDARD SERVICE
CONNECTION PER DETAIL 1

ELEVATION VIEW

LENGTH OF PAD VARIES WITH
SIZE OF ASSEMBLY

PLAN VIEW

f
18" MtN

CLEARANCE
ALL SIDES

tr l
3x PIPE Ø

3" MIN CLR.
TYP ALL SIDES

MUM REINFORCING STTEL: f3's
@ 12,' OC EW OR EQUIVALENT
WELDED WIRE MESH

NOTES
1. LOCATION OF ASSEMBLY SHALL BE APPROVED BY THE

ENGINEER PRIOR TO INSTALLATION
2. TNSTALL TRAFFTC BOLLARD(S) pER DûA|L 20 tF

REQUIRED BY ENGINEER

18"-24"
i

)
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SCOTTS VALLEY WATER DISTRICT
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DETAIL 6

NOT TO SCALE

3_INCH AND L.ARGER SERVICE
INSTALI.ATION




